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Wheasy 5 is a user friendly WindowsTM software for
testing and programming our electronic coin selectors from version v6 onwards. The existing settings of
the coin selector may be read, changed and tested
by means of a standard PC or notebook.
Wheasy 5 substitutes wheasy 4. The scope of delivery of wheasy 5 includes wheasy 3 for all electronic
coin selectors model EMP 500, 770, 780, 800 and
900 version v3 to version 5.
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Wheasy 5 - Profesional service - software
Main features at a glance

Test

The command ”Autopoll” allows to easily check the coin processing such as coin acceptance rate,
rejection of counterfeits and sorting of coins. Additional inbuilt test functions enable thorough testing of
overall operation of the coin selector. You may test the proper function of the measuring system, the
dip switches, the light barriers, the output lines and the solenoids.

Cloning Function (programming without coins)

Programming new coins or currencies. Using the cloning function, data sets including latest coin
information available from the wh Münzprüfer download area may be safely transferred directly to any
number of coin selectors in your inventory, in the safe knowledge that quality of coin discrimination is
maintained throughout.

Firmware Update

Using the function “firmware update” (flash technology) a new microprocessor software may be
transferred into the coin selector.

Scope of delivery

wheasy 5 is supplied with an interface converter (dongle) and all cables to connect the coin selector

to the power supply N 780 and the USB interface of your computer. The voltage supply for the coin
selectors is provided via the power supply N 780. The version including the programming power supply
N 780 is recommended for all coin selectors with parallel interface.

wheasy 5 mobile is supplied with an interface converter (dongle) and all cables to connect the coin

selector to the USB interface of your computer. To supply voltage to the coin selector a power supply
N 789 with 2.1 mm DC connector (5.5 mm outer diameter, centre positive) is provided. The version
including the N 789 is recommended for all coin selectors with serial interface.

Subject to technical modification
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